
6IATRAN 
199 Fire Tower Drive
Tonawanda, New York  14150   USA

Hotline: 1-800-688-0030
Phone: 1-716-629-3800
Fax: 1-716-693-9162

Email: solutions@viatran.com
Web:  www.viatran.com

FLUSH TIP PRESSURE TRANSMITTER
Model 385

0%R&/R-A.#%

%,%#4R)#A, OutPut Signal �������������������������������������������������-�� mA 
SuPPlY VOltage �����������������������������������������������-�� Vdc
POWer SuPPlY RegulatiOn ��������������������������������¢���� FSO Per VOlt
,Oad ImPedance����������������������������������������������� OHms maXimum at �� VOlts D#
#ircuit PrOtectiOn �������������������������������������������ReVerse POlaritY PrOtected� #E marKed
RFI/EMI ���������������������������������������������������������#E EM# cOmPliant as Per IE# EN ��3��-� and EN ��3��-�-3 

AnneX BB
VOltage SPiKe PrOtectiOn ��������������������������������7itHstand ����� VOlt sPiKe Per EN �����-�-�
InsulatiOn Resistance ��������������������������������������� nS
ResPOnse Time������������������������������������������������ mSec FOr ��-��� OF Final Value

-%#HA.)#A, Standard Pressure POrt �����������������������������������/�" NPT (M) 
:erO EFFect FrOm InstallatiOn ����������������������������¢����� at �� tO �� Ft lBs
PrOOF Pressure �����������������������������������������������X 
Burst Pressure ������������������������������������������������X

-A4%R)A,S�/&�#/.S4R5#4)/. 7etted Materials ���������������������������������������������-� P( and 3��, Stainless Steel (IncOnel ��� OPtiOnal)

6IATRAN�����FLUSH�TIP�SENSOR�FOR�HYDRAULIC�FRACTURING�APPLICATIONS�
INCLUDING�MANIFOLD�CHARGE�AND�PUMP�SUCTION�PRESSURE�MEASUREMENTS�
s  SPecial design minimiZes tOrQue eFFect On tHe diaPHragm� WHicH eliminates

tHe need tO maKe adJustments tO tHe instrument aFter installatiOn�

s  ABle tO WitHstand Pressure sPiKes uP tO �X Pressure range� eXtends liFe OF tHe
unit WHen caVitatiOn is a risK in tHe sYstem�

s  Designed WitH rugged stainless steel diaPHragm� minimiZes Wear On sensOr WHicH
aFFects QualitY OF data Being cOllected�

s  FullY sealed HOusing PreVents fluid ingress WHicH damages electrOnics and sHOrtens
liFe OF unit�

s  FlusH sensOr PreVents clOgging� less dOWn time FOr cleaning�

7eigHt ����������������������������������������������������������� OZ� nOminal

Standard Pressure Ranges ������������������������������-������������ ���� ���� 3��� ���� ���� ����� PSI Sealed     

Static ErrOr Band�������������������������������������������≤ ¢  ���� FSO (Includes BFS,� (Ysteresis and RePeataBilitY BY RSS)

#OmPensated TemPerature Range ��������������������ªF tO ���ªF (��ª# tO ��ª#)

OPerating TemPerature Range ������������������������-��ªF tO ���ªF (-��ª# tO ��ª#)

StOrage TemPerature Range ���������������������������-��ªF tO ���ªF (-��ª# tO ���ª#)
,Ong Term StaBilitY (�FSO) ����������������������������≤¢���� FSO Per � mOntHs

THermal EFFect On :erO ����������������������������������≤¢�� FSO Per ���ªF TYPical

THermal EFFect On SPan ���������������������������������≤¢�� FSO Per ���ªF TYPical
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Model 385  FLUSH TIP PRESSURE TRANSMITTER

HOW� T O�ORDER
MODE, 
3 8 5

PRESS5RE
RANGE

A R

FORMAT 

S

OPTIONSE,E#TRI#A, 
#ONNE#TION 

"H

PRESS5RE
#ONNE#TION

Format

S Sealed
G #Ontact FactOrY FOr gage unit

Electrical Connection

B( 7elded - � Pin BaYOnet sHell siZe ��
:E 7elded - � Pin (ermetic� sHell siZe ��S� (MI,-DT,-����()
:5       7elded - Direct #OuPled #aBle 

Pressure Connection




Options

N( 
P7

Pressure Range

AN �-��� Psi

AP �-��� Psi
A1 �-��� Psi
AR �-3�� Psi
AT �-��� Psi
A5 �-��� Psi

Pressure Range

Format

Electrical Connection

Pressure Connection

Options

Information is accurate to the best of Viatran’s knowledge. 
We reserve the right to change specifications at any time.  
Please contact Viatran for specific order inquiries.

��DS3�� ReV H

#A �-��� Psi




V1 

GA 
GD 

� �-DaY turnarOund aVailaBle On select mOdels�

VR 

1K 

Standard �/�" NPT (M)

3/�"-�� 5NF (M) (Includes Std Nitrile / NBR "O" ring)
G �/�" (M) (Includes Std Nitrile / NBR ED Seal accOrding tO DIN 3���)

"O" Ring Or ED Seal- VITON® / FKM material
"O" Ring - EPDM material (nOt aVailaBle WitH "VR" OPtiOn)
#ustOmer SPeciFied IdentiFicatiOn
�/� DIN Digital IndicatOr
IncOnel ��� - FOr all Wetted Parts (minimum range is �-��� PSI)

A9 �-����� Psi

AM �-��� Psi



Model 385  FLUSH TIP PRESSURE TRANSMITTER

Information is accurate to the best of Viatran’s knowledge. 
We reserve the right to change specifications at any time.  
Please contact Viatran for specific order inquiries.

��DS3�� ReV H

THe standard Wiring OF YOur Viatran Pressure transmitter is 
Outlined BelOW� IF YOur unit Was Ordered WitH an alternate  
cOnnectOr Or sPecial Wiring reFer tO tHe Wiring inFOrmatiOn  
PermanentlY marKed On YOur unit� 

THe 3�� transmitter can Be POWered BY a D# POWer suPPlY 
ranging FrOm � tO �� VOlts� 7itH a �-�� mA deVice Please  
reFer tO tHe lOad/VOltage cHart (rigHt) tO identiFY tHe reQuired 
inPut VOltage FOr YOur sPeciFic sYstem lOad

Connection Diagrams & Wiring 




